


Erkleeringer

Federal Communication Commission Interference Statement

FCCID: 2ANDL-TCWBRCU1

This device complies with part 15 of the FCC Rules. Operation is subject to the following twoconditions:
(1) This device may not cause harmful interference, and (2) this device must accept any interference
received, including interference that may cause undesired operation.

Any Changes or modifications not expressly approved by the party responsible for compliance

could void the user's authority to operate the equipment.

Note: This equipment has been tested and found to comply with the limits for a Class B digital device,
pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable protection against
harmful interference in a residential installation. This equipment generates uses and can radiate radio
frequency energy and, if not installed and used in accordance with the instructions, may cause harmful
interference to radio communications. However, there is no guarantee that interference will not occur in

a particular installation. If this equipment does cause harmful interference to radio or television reception,
which can be determined by turning the equipment off and on, the user is encouraged to try to correct the
interference by one or more of the following measures:

-Reorient or relocate the receiving antenna.

-Increase the separation between the equipment and receiver.

-Connect the equipment into an outlet on a circuit different from that to which the receiver is connected.
-Consult the dealer or an experienced radio/TV technician for help.

FCC Radiation Exposure Statement

This equipment complies with FCC radiation exposure limits set forth for an uncontrolled environment.
This equipment should be installed and operated with minimum distance 20cm between the radiator &
your body.

RF Exposure: A distance of 20cm shall be maintained between the antenna and users, and the transmitter
module may not be co-located with any other transmitter or antenna.

ISED Statement

Innovation, Science and Economic Development Canada ICES-003 Compliance Label:

CAN ICES-3 (B)/NMB-3(B)

This device contains licence-exempt transmitter(s)/receiver(s) that comply with Innovation, Science and

Economic Development Canada's licence-exempt RSS(s). Operation is subject to the following two

conditions:

1. This device may not cause interference.

2. This device must accept any interference, including interference that may cause undesired operation
of the device.

This equipment complies with ISED RSS-102 radiation exposure limits set forth for an uncontrolled

environment. This equipment should be installed and operated with a minimum distance of 20cm

between the radiator and any part of your body.

étiquette de conformité a la NMB-003 d’Innovation, Sciences et Développement économique

Canada: CAN ICES-3 (B)/NMB-3 (B)

L'émetteur/récepteur exempt de licence contenu dans le présent appareil est conforme aux CNR

d’Innovation, Sciences et Développement économique Canada applicables aux appareils radio exempts

de licence. L'exploitation est autorisée aux deux conditions suivantes :

1. Uappareil ne doit pas produire de brouillage;

2. lappareil doit accepter tout brouillage radioélectrique subi, méme sile brouillage est susceptible
d’en compromettre le fonctionnement.
Pour se conformer aux exigences de conformité CNR 102 RF exposition, une distance de séparation
d'au moins 20 cm doit étre maintenue entre I'antenne de cet appareil ettoutesles personnes.
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Wi-Fi-modulspecifikation og retningslinjer for drift

1. Minimumsspecifikationer for en Smart phone:
Android 5.0-version eller hgjere
10S 9.0-version eller hgjere

2. Grundlaeggende parametre for Wi-Fi-modulet

Parametre Detaljer
Netvaerksfrekvens 2.400-2.4835GHz
Standarder for WLAN (channels 1-14,chaan1Ee|IEsE18-2§.flolr |:I>E/5//Arju,channels 1-11 for US/CA)
Understgttelse af protokolstack IPv4/TCP/UDP/HTTPS/TLS/DNS
Sikkerhedsstgtte WEP/WPA/WPA2/AES128
Understgttelse af netvaerkstyper STA/AP/STA+AP
Max. RF-effekt 18.5 dbm
B3 tand frekvens 2.402-2.480GHz
B3 tand RF-effekt 9dbm

3. Retningslinje for drift. Tag venligst nedenstaende enkle vejledning som reference.

Operation Operation Nv konto Geninstaller APP
Trin Elementer y (registreret fgr)
00000 Download og A A
Installer APP
Trin 2 Aktiver APP JA JA
. Registrering
Trin 3
Konto JA INGEN
Trin 4 Login JA JA
Trin 5 Tilfj enhed til kontrol IA Registreret enhed vil forblive.

Bemaerk:
Hvis du har registreret kontoen og tilfgjet enheden fgr, nar du geninstallerer APP'en igen og logger ind,
vil den tilfgjede enhed forblive .



